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MAUSZEIGEGERÄTE
CURSOR CONTROL DEVICES

TEcHnIscHE DaTEn
Tastenanzahl:  3
schalttechnologie:  Kurzhubtasten
schaltkraft:  1,5 n
schaltweg:  0,3 mm
schaltzyklen:  ca. 3 Mio. Betätigungen
schutzgrad (max):  IP68
Wirkprinzip:  Laser
auflösung:  1000 dpi

Gehäusemat.:  silikonkautschuk
Bodenplattenmat.:  Kunststoff
Gehäusefarbe:  Weiß

schnittstellen:  UsB

Bebtriebstemperatur: -25 °c bis +70 °c
Lagertemperatur:  -25 °c bis +80 °c

EIGEnscHaFTEn
scrollfunktion:  über Tastendruck
Gewicht:   160 g
Kabellänge:  ca. 2 m

aBMEssUnGEn 
Länge:   116,0 mm
Breite:   162,0 mm
Höhe:   38,6 mm

sPEcIFIcaTIon
number of keys:  3
Keyswitch technology: short travel keys
operating force:  1.5 n
switch travel:  0.3 mm
switching cycles:  approx. 3 mill. operations
Protection level (max): IP68
operating principle: laser
Resolution:  1000 dpi

Material (surface):  silicone
Material (buttom panel): plastic
Housing colour:  white

Interface:  UsB

operating temperature: -25 °c to +70 °c
storage temperature: -25 °c to +80 °c

PRoPERTIEs
scrollfunction:  per keystroke
Weight:   160 g
cable length:  approx. 2 m

DIMEnsIons
Length:   116.0 mm
Width:   62.0 mm
Height:   38.6 mm

Änderungen und Irrtümer vorbehalten! / s

INDUMOUSE LASER


